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12" x 24" BLUESTONE BORDER MORTAR SET ON CONCRETE SLAB

SAILOR COURSE BRICK CURBING SET IN
MORTAR HAUNCH, SEE DETAIL PAGE L5.1

12'

BRICK STRETCHER COURSE MORTAR SET ON CONCRETE SLAB
PROVIDE HALF BRICKS IN CORNERS & CUT BRICKS
@ CENTER PORTION AS SHOWN, SEE ENLARGEMENT BELOW

BASKET WEAVE BRICK INLAY MORTAR SET ON CONCRETE SLAB
PROVIDE STRETCHER COURSE BORDER & CENTER DRAIN AS SHOWN

1" SLEEVING FOR PLANTER
IRRIGATION LINES

WALL LIGHT FIXTURES, TYP.

DECORATIVE CAST IRON GRATE w/ OIL FINISH
OVER 9" NDS SQUARE DRAIN BELOW
(Interlaken grate by Iron Age, or equal)

MORTAR SET BLUESTONE PAVING OVER CONCRETE SLAB
RANDOM RECTANGULAR PATTERN

DRY LAID BLUESTONE PAVING OVER COMPACTED SAND
& GRAVEL BASE SET IN RANDOM RECTANGULAR PATTERN
SET OUTSIDE EDGE IN MORTAR HAUNCH
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BASKET WEAVE BRICK INLAY MORTAR SET
ON CONCRETE w/ STRETCHER COURSE
BORDER

12" WIDE BLUESTONE BORDER
MORTAR SET ON CONCRETE SLAB

2" THICK ROCKFACE BLUESTONE TREADS
w/ STONE RISERS TO MATCH HOUSE
PROVIDE STONE VENEER AS NEEDED TO WRAP
SIDES OF STOOP
DRY LAID BLUESTONE PAVING
OVER COMPACTED SAND & GRAVEL
BASE SET IN RUNNING BOND PATTERN
(24" x 30" PIECES, TYP.)
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2" THICK ROCKFACE BLUESTONE TREADS
w/ STONE RISERS TO MATCH HOUSE

DRY LAID BLUESTONE PAVING OVER COMPACTED SAND
& GRAVEL BASE SET IN RANDOM RECTANGULAR PATTERN
SET OUTSIDE EDGE IN MORTAR HAUNCH

24" WIDE BLUESTONE BORDER AROUND BRICK INLAY

DRY LAID BRICK INLAY OVER COMPACTED SAND & GRAVEL
BASE SET IN BASKET WEAVE PATTERN

STONE PIER TO MATCH HOUSE w/ LIMESTONE CAP
& GAS LAMP FIXTURE.  SEE DETAIL 5 PAGE L5.1

GRAVEL MAINTENANCE PATHWAY

12"x 6" x 3' WIDE BLUESTONE SLAB STEP SET
ON COMPACTED GRAVEL BASE
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LANDSCAPE LIGHT FIXTURES, TYP.
(2) 4" SOLID PVC SLEEVES
BELOW PAVING, TYP.

100.20 +100.35 +

100.25 +

100.25 +

2" THICK ROCKFACE BLUESTONE TREADS
w/ STONE RISERS TO MATCH HOUSE
18" TALL STONE SEAT WALL TO MATCH HOUSE
PROVIDE 2" THICK x 15" WIDE ROCKFACE LIMESTONE COPING
w/ 11

2" OVERHANG BOTH SIDES, TYP.
SPA WALL TO BE 18" ABOVE PATIO & HAVE
STONE VENEER TO MATCH HOUSE
w/ 21

4" THICK LIMESTONE COPING (SEE DETAILS, PAGE L5.3)
BRICK STRETCHER COURSE MORTAR SET ON CONCRETE SLAB
PROVIDE HALF BRICKS IN CORNERS
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STONE BBQ ENCLOSURE
SEE DETAILS, PAGE L5.3
2" THICK ROCKFACE BLUESTONE TREADS
w/ STONE RISERS TO MATCH HOUSE

11'-10"

2" THICK ROCKFACE BLUESTONE TREADS
w/ STONE RISERS TO MATCH HOUSE

BRICK BANDING & INLAY IN CONCRETE DRIVE
SEE LAYOUT PAGE L1.1

BASKET WEAVE BRICK INLAY MORTAR SET
ON CONCRETE w/ STRETCHER COURSE BORDER

DRY LAID BLUESTONE PAVING OVER
COMPACTED SAND & GRAVEL BASE SET IN
RANDOM RECTANGULAR PATTERN.
SET OUTSIDE EDGE IN MORTAR HAUNCH

SAILOR COURSE BRICK CURBING AROUND
PLANTER SET IN MORTAR HAUNCH
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